Protistor® sizes 000 to 00 gGR

690VAC

NH square Body High-Speed Fuse-Links AC
Protection

gGr offers two functions:

A combination of:

- Power supply cable protection (gG curve)

» Compliance with the standardized gate values for gG curves as per EN 60269-2
» Low power dissipation, similar to a gG fuse, no current derating in holders

» No derating for variable currents

» Good withstand to overloads

» Same thermal definition as a gG curve

» Unnecessary to dimension the cable cross sectional area large in comparison to
UR protection

* Range designed for the new voltage of 690V + 10%

- Power semiconductor protection (Fast R curve)
* Fast curve for fault currents and short-circuit currents under 20 In
* Tested breaking capacity 100 kA (00) or 170 kA (000) at 690 V

* Very current limiting, which in turn limits electrodynamic forces in the circuit
downstream

* Low I%t

» Compact footprint: only one fuse instead of two or a relay plus a fuse
» DC performances 360 to 550V for I/R = 10 ms

Semiconductor protection checked in the same way as a fuse

Offered connection technologies

* Solid blades (as per DIN 43620) with visual blown fuse indicator and striker to
actuate a microswitch, MS4L2-5B + PRES

* DIN 80 brackets (as per DIN 43653) with visual blown fuse indicator and striker
indicator to actuate a microswitch, MS4L2-5B + PRES

 With these two technologies the designer can choose a fuse according to the
types of holder desired.

Features Benefits

® Compliance with gG gate values on melting and not melting
Low dissipated power

No derating for variable current

Good withstand to repeated overloading

Withstand to exceptional overloads
(same as Protistor fuses)

Cable protection

Applications

® AC and DC speed governor

Soft starter

Static relay

Current regultor

Inverter (IGBT module disconnector in paralell, Battery

Semiconductor Protection Fuses / DS-PFSNOGR7-01-0511.pdf
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Protistor® sizes 000 to 00 gGR

690VAC

Technical data overview

Voltage AC 690 VAC
Ampere Range (A) 16 ... 200 A
Size per Standard 000,00
Speed/Characteristic gGR

I.R. AC (kA) 100 kA

Product range

Size 000 German Standard DIN 80

Rated . . |Operating
GEEEE0 Rated Pre-arcing I’t | breaking P°Yver plesly It at Rated Package
number current |, s pation at I,
capacity AC Voltage
DNOOOGR69V16L  H302112 45 A%s 100 kA 25W 280 A%s 120g 3
DNOOOGR69V20L  J302113 000 690 V - 20A 60 A%s 100 kA 3w 380 A%s 120g 3
DNOOOGR69V25L  K302114 000 690 V - 25A 130 A% 100 kA 35W 830 A%s 120g 3
DNOOOGR69V32L  L302115 000 690 V - 32A 210A%s 100 kA 4 W 1350 A%s 120g 3
DNOOOGR69V40L  M302116 000 690 V - 40 A 347 A%s 100 kA 5W 2200 A%s 120g 3
DNOOOGR69V50L  N302117 000 690 V - 50 A 543 A%s 100 kA 6 W 3500 A%s 120g 3
DNOOOGR69V63L  P302118 000 690 V - 63 A 968 A%s 100 kA 7W 6100 A%s 120g 3
DNOOOGR69V80L Q302119 000 690 V - 80 A 1705 A%s 100 kA 8w 11000A%s 120g 3
DNOOOGR69V100L R302120 000 690 V - 100 A 3872 A%s 100 kA 9w 25000A* 120g 3

Size 000 German blade-style fuse standard DIN 80

Reference el Gz Rated .z Rated. cFl'ios‘giP:r fz)tp;rating
number Elltélg;ge AC rgll_t;’ge AC current I, St :;:Z':;?Ac pation Rated
at I, Voltage
NHOOOGR69V16PV  X302102 000 690 V 1V 16 A 45 A%s 100 kA 25W 280 A%s 150 g 3
NHO00GR69V20PV  Y302103 000 690 V - 20A 60 A%s 100 kA 3W 380 A%s 150 g &
NHOO00GR69V25PV 7302104 000 690 V - 25A 130 A%s 100 kA 3.5wW 830 A%s 150 g 3]
NHOO0GR69V32PV  A302105 000 690 V - 32A 210 A% 100 kA 4 W 1350 A%s 150 g 3
NHOO0OGR69V40PV  B302106 000 690 V - 40A 347 A%s 100 kA 5W 2200 A%s 150 g 3
NHOO00GR69V50PV  C302107 000 690 V - 50A 543 A%s 100 kA 6 W 3500 A%s 150 g 8]
NHOO00GR69V63PV  D302108 000 690 V - 63 A 968 A%s 100 kA 7W 6100 A%s 150 g 3
NHOOOGR69V80PV  E302109 000 690 V - 80A 1705 A%s 100 kA 8w 11000A%s 150 g 3
NHO00GR69V100PV F302110 000 690 V - 100 A 3872 A%s 100 kA 9W 25000 A%s 150g 3]
Size 00 German Standard DIN 80
E:::L:ce sj:f:nt L, Pre-arcing It lei::%_ng z:t‘;v: r: ::s:i- gtpaetral;«'t::\rt‘gd Package
capacity AC Voltage
DNOOGR69V20L  T330297 00 690 V 20A 60 A%s 100 kA 3.2W 390 A%s 1409 3
DNOOGR69V25L V330298 00 690 V - 25A 130 A%s 100 kA 4 W 750 A%s 1409 3
DNOOGR69V32L  W330299 00 690 V - 32A 210 A%s 100 kA 5W 1550 A%s 140 g 3]
DNOOGR69V40L  X330300 00 690 V - 40A 350 A%s 100 kA 55W 2250 A%s 140 g &
DNOOGR69VS50L  Y330301 00 690 V - 50 A 550 A%s 100 kA 6.5W 3500 A%s 1409 3
DNOOGR69V63L  G330286 00 690 V = 63 A 1058 A%s 100 kA 76 W 6750 A%s 140 g &
DNOOGR69V80L  H330287 00 690 V - 80A 1897 A%s 100 kA 9.5 W 12100A%s 1409 3]
DNOOGR69V100L J330288 00 690 V - 100 A 3872 A%s 100 kA 11 W 24150 A*s 140g 3
DNOOGR69V125L K330289 00 690 V - 125 A 6915 A%s 100 kA 13 W 45000 A%s 1409 3
DNOOGR69V160L 1330290 00 ¢9DS-PFSNOGR7-01-Q%1d.pdf 13513425 100 kA 16 W 82000A% 140g 3
DNOOGR69V200L M330291 00 690 V - 200 A 27660 A%s 100 kA 18 W 160000 A%s 1409 3
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